
 Inspection and Storage

The vacuum relief valve is carefully packaged to prevent damage or contamination during shipping. Inspect all equipment when it 
is received: report any damage to the carrier immediately. The valve should be protected during handling and storage. Keep all 
the ports plugged to prevent intrusion of foreign materials. Before installation, inspect the unit for indications of physical 
damage or internal contamination. If these are observed, the valve must be disassem bled, cleaned and repaired before
 installation.

Pressure Relief

As the pressure in the storage tank increases, the vacuum pallet is held shut.When the set pressure is reached, the pressure 
pallet lifts and relieves to atmosphere (or to a header if it a pipe away valve).

Vacuum Relief

As a vacuum is drawn in the storage tank (for example, when fluid is being pumped out), the pressure pallet is held shut by 
atmospheric pressure. When the vacuum setting is reached, the pallet lifts and air is drawn in the storage tank from the 
atmosphere.Model WB12, WB15 is designed to protect the low-pressure tank from damage created by overpressure or 
excessive vacuum. Model WB12, WB15has a self draining house and drip ring to protect the seating surfaces from condensation
 and freezing. The pressure and vacuum relief valve is installed on the storage tank roof. Also can this valve be mounted in 
conjunction with a WF21 flame arrester to protect against ignition of flammable vapors from conjunction with a WF21 flame arrester to protect against ignition of flammable vapors from external sources as well as to 
provide pressure vacuum relief. Model WB15 is used for pressure and vacuum relief where vapors must be piped away.
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