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PRODUCT DESCRIPTION 

Model F21, is bi-directional type and designed to be installed in “open vent pipes” from storage or processing tanks, bleed lines or other 
vapor conveying lines.  

The flame arrester consists of a spiral wound and crimped bank element, is designed for easy maintenance. After removing tie rod bolts, it 
can be expanded by using the remaining jackscrews for element exchange. 

 

FEATURES 

Model F21, is bi-directional type and designed to be installed in “open vent pipes” from storage or processing tanks, bleed lines or other 
vapor conveying lines.  

- Flame Element 

 Proven Spiral wound, crimped ribbon design 

- Size 

 2” through 16” 

- Available in 

 Aluminum, Carbon Steel, Stainless Steel 

- Other size and material to be consult by factory. 

 

WORKING 

Model F21, is used to prevent propagation of an external flame source through the vent opening and into the tank. It should be installed at 
distances of more than 20 times length of arrester N.D away from the open end of pipe. 

Model F21 – In Line Flame Arrester 
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MATERIALS 

REF. PART MATERIAL 

  ANSI / ASTM DIN / EN 

1 Body 
S. S. (AISI 304) 

C.S. (A216WCB) 
S.S. (AISI 316) 

S. S. (1.4308) 
C.S. (1.6019) 
S. S. (1.4408) 

2 Element Ring 
S. S. (AISI 304) 
S.S. (AISI 316) 

S. S. (1.4308) 
S. S. (1.4408) 

3 Element S.S. (AISI 316L) S. S. (1.4436) 

4 Stud Bolts 
S. S. (AISI 304) 
S.S. (AISI 316) 

S. S. (1.4308) 
S. S. (1.4408) 

5 Hex. Nuts 
S. S. (AISI 304) 
S.S. (AISI 316) 

S. S. (1.4308) 
S. S. (1.4408) 

6 Lug for repair 
S. S. (AISI 304) 
S.S. (AISI 316) 

S. S. (1.4308) 
S. S. (1.4408) 

 

 

DIMENSIONS 

 2” 3” 4” 6” 8” 10” 12” 14” 16” 

I.D [mm] 50 80 100 150 200 250 300 350 400 

H [mm] 280 290 325 365 397 463 520 620 750 

L [mm] 225 263 310 400 479 575 663 663 980 

 

 

 

 

 

 

 

 

 

Disclaimer           

The information, specifications and technical data contained in this catalogue are subject to change without notice by the manufacturer. The user should verify all technical data and 
specifications prior to use. EFSVALVES does not warrant that the material and information contained herein is current or correct and assumes no responsibility for the use or misuse of 
any such material and information by the user. 


