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DESCRIPTION      REQUIREMENTS     

Type Rupture disc type C   Calculation EN-4126-1/7    

Construction Flat, laser marked, Non fragmenting  Design SHC    

Rating PN-6 to PN-250    Tolerances DIN ISO 2768-m    

Material Stainless Steel / Aluminum  Materials EN / ASME    

 Nickel / Monel / Inconel        

 Hastelloy C276        

Temperature Range - 80 to + 150ºC With internal PTFE foil        

 - 80 to + 200ºC With internal PFA foil        

          

          

          
            

            

            

            

CONSTRUCTION AND MATERIALS     
 

Item Description Material        

1 Gasket PTFE          

2 Rupture Signal Stainless Steel          

3 Holder Stainless Steel          

4 Gasket PTFE          

5 Disc Stainless Steel          

6 Internal foil PTFE/PFA          

7 Gasket PTFE          

8 Holder Stainless Steel          

9 Gasket PTFE          

            

            

            

            

            

            

            

TECHNICAL INFORMATION  BURSTING PRESSURE TOLERANCES 

Applications:  Gas, vapor and liquids  < 0,1 barg   +/- 20%   

Working pressure:  85%  0,1 – 0,5 barg   +/- 15%   

Max. bursting pressure:  2500 bar  0,5 – 20 barg   +/- 10%   

Operating ratio:  85 - 90% a 20ºC  > 20 barg   +/-   5%   

Applicable with safety valves         

Full vacuum resistance          

Unidirectional or bidirectional service        

Installation between flanges, between holders or with Clamp accessories        

ATEX certificate available         

PED certificate available         
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Disclaimer           

The information, specifications and technical data contained in this catalogue are subject to change without notice by the manufacturer. The user should verify 
all technical data and specifications prior to use. EFSVALVES does not warrant that the material and information contained herein is current or correct and 
assumes no responsibility for the use or misuse of any such material and information by the user. 

SETTINGS   

INSTALLATION BETWEEN FLANGES BETWEEN HOLDERS CLAMP 

DIRECTION OF FLUID 
UNIDIRECTIONAL 
/ BIDIRECTIONAL 

UNIDIRECTIONAL 
/ BIDIRECTIONAL 

UNIDIRECTIONAL 
/ BIDIRECTIONAL 

ELECTRICAL SIGNAL DETECTOR NO YES / NO YES / NO 

 

      

        

DIMENSIONS   BURSTING PRESSURES  

        
DN [dk] Da   Inox. @ 20ºC Nickel @ 20ºC 
[mm] [mm]   MIN. MAX. MIN. MAX. 

25 70   0,5 25 0,3 25 
40 82   0,5 25 0,3 25 
50 90   0,3 25 0,1 25 
65 94   0,3 25 0,1 25 
80 124   0,3 25 0,08 25 

100 140   0,1 25 0,5 25 
125 180   0,1 10 0,5 10 
150 202   0,1 10 0,025 10 
200 260   0,1 10 0,02 10 
250 312   0,05 5 0,2 5 

        
Up-to DN-800        

        
        
        
        
        
        
        
        
        
        
        


